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This paper presents an integrated study combining computational fluid dynam-
ics (CFD) and multivariate statistical analysis for solar chimney optimization.
The Manzanares plant was adopted as a reference model and simulated in AN-
SYS Fluent to generate a dataset for parametric evaluation. Eleven regression
models were examined to describe air velocity as a function of the scale pa-

Keywords: rameter, and their formulations were validated using statistical metrics and
Computational fluid dynamics (CFD) graphical multivariate analysis. The methodology introduces Chernoff faces as
Solar chimney power plants a visual-statistical tool to encode multiple performance indicators per model,
Model selection enabling a structured comparison beyond conventional criteria. The power-
Nonlinear regression models law model proved the most suitable, showing strong goodness-of-fit, physical
Chernoff faces consistency, and stable behavior across scenarios. Specific equations were de-
Multivariate analysis rived for different irradiance levels, and system efficiency and power output
AMS Classification 2010: were estimated and compared with previous studies. The results confirm that

76M12; 76R10; 80A20; 76D05: 65N30 geometric down-scaling significantly reduces performance. The proposed vi-
sual-statistical framework provides a robust and interpretable approach for
model selection and performance assessment in solar energy systems, offering
a novel and reproducible multivariate strategy for engineering design and op-
timization.

(o) N

1. Introduction representation of multivariate data was intro-
duced by Chernoff.?2 His seminal work, The Use
of Faces to Represent Points in k-Dimensional
Space Graphically,proposed the use of parameter-
ized human faces to encode high-dimensional in-
formation, exploiting the innate human ability to
recognise patterns in facial structures. Each facial
feature is associated with a quantitative variable,
allowing complex relationships to be visually syn-
thesised.

The relevance of this visual methodology was
consolidated in subsequent decades as an ex-
ploratory alternative to traditional multivariate

Statistics is a fundamental research tool for
describing complex phenomena and developing
structured problem-solving approaches based on
data inference. In the context of higher educa-
tion and scientific research, the increasing avail-
ability of large and heterogeneous datasets has
made rigorous statistical methods indispensable
for their processing, analysis and interpretation,
as highlighted by Santos and Pefa.! This ne-
cessity is particularly evident in multidisciplinary
fields where physical, numerical and experimental
variables must be jointly analysed.

Within this statistical framework, one of the
most innovative contributions to the graphical
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plots. Studies such as Flury and Riedwyl? empha-
sised the usefulness of graphical synthesis tech-
niques for identifying latent structures in mul-
tidimensional datasets. More recently, Chernoff
faces have also been applied by the authors in
other analytical contexts, confirming their use-
fulness as a visual tool for multivariate inter-
pretation and decision support as reported by
Hananel et al.* However, as noted by Olmos,’ the
limited availability of specialised computational
tools during the late twentieth century restricted
the widespread application of advanced multi-
variate methods in experimental and engineering-
oriented research.

In parallel, the field of renewable energy en-
gineering experienced a major experimental mile-
stone with the construction of the Manzanares so-
lar chimney pilot plant in Spain, documented by
Haaf et al.5 This large-scale facility demonstrated
the feasibility of electricity generation based on
the greenhouse effect, where air heated under a
collector reduces its density and rises through a
central chimney, producing an airflow capable of
driving turbines coupled to electrical generators.
Although this experiment generated a substan-
tial amount of physical and operational data, the
application of advanced multivariate visual tech-
niques such as Chernoff faces was not feasible at
the time due to technological constraints. Recent
experimental studies on heat transfer and energy
performance in real systems have contributed to
a deeper understanding of thermal processes, re-
inforcing the importance of combining physical
measurements with numerical and statistical ap-
proaches, as shown by Jiménez et al.”

At present, these limitations have largely dis-
appeared. The widespread availability of high-
performance numerical solvers and statistical soft-
ware has significantly expanded the analytical
possibilities in both education and research, as
highlighted by Cuicas Avila et al.® Neverthe-
less, several authors, including Medina Martinez,”
point out that many statistical and mathemati-
cal advances remain underutilised in engineering
applications. This is particularly evident in the
analysis of complex systems where multiple phys-
ical variables interact nonlinearly. Even simple
geometric considerations—such as classifying a
solar chimney as cylindrical (convergent) or di-
vergent based on inlet or outlet angles—suggest
that design variables can be explored parametri-
cally using multivariate visual tools. Under this
perspective, structural features of a solar chimney
can be directly associated with facial attributes in
a Chernoff representation, enabling the identifica-
tion of patterns that may not be evident through

conventional univariate or bivariate analyses (see
Figure 1).

Given that the main objective of this research
is to perform a parametric evaluation of so-
lar chimney design variables using the Chernoff
Faces methodology, several indicators tradition-
ally analysed independently in CFD-based regres-
sion models—such as air velocity, pressure, tem-
perature and mass flow—are here examined si-
multaneously at a multivariate level. While nu-
merical simulations allow the resolution of the
systems of differential equations governing air-
flow and heat transfer within a solar chimney,
the resulting expressions must be supported by
a consistent mathematical interpretation in or-
der to be considered valid approximations. In
this sense, the proposed approach draws an anal-
ogy with multivariate statistics: just as facial fea-
tures synthesise multiple dimensions of informa-
tion, key physical variables in solar chimney de-
sign can be parameterised and visually integrated
to guide performance optimisation and energy ef-
ficiency improvements.

Since the original Manzanares experiment, nu-
merous studies have expanded the understanding
of solar chimney systems and have used its results
as a benchmark for validating advanced numerical
simulations. For instance, Xu and Zhou'® con-
ducted CFD-based parametric analyses focusing
on the relationship between the inlet and outlet
areas of the chimney, demonstrating that appro-
priate geometric adjustments can significantly en-
hance energy efficiency. These findings were re-
inforced by Hu et al.,'' who showed that non-
cylindrical configurations can outperform classi-
cal designs in terms of mass flow and power out-
put, revealing strong nonlinear dependencies on
geometric ratios and collector dimensions.

Further contributions by Mebarki et al.'? em-
phasised the impact of geometric scaling on en-
ergy generation, suggesting the feasibility of im-
plementing solar chimney systems in urban en-
vironments. Complementarily, Murena et al.'?
established correlations between airflow velocity
and environmental parameters, highlighting the
dominant influence of solar irradiance and tem-
perature. Collectively, these studies underline
the need to combine theoretical formulations with
CFD validation to improve system performance.

Recent literature has expanded SCPP analysis
beyond steady irradiance assumptions through:
(i) syntheses of technology limits, performance
drivers, and future research needs;"* 17 (ii)
crosswind-aware and wind-resilient configura-
tions that quantify the sensitivity of mass flow
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and pressure recovery to ambient wind condi-
tions;!® 2% (iii) transient and storage-assisted op-
eration addressing diurnal cycles and tempera-
ture fluctuations;?’'22 and (iv) turbine-focused
modelling and design studies that highlight the
influence of the power-conversion unit on pre-
dicted output.?®?* These advances provide con-
text for interpreting scale laws and for positioning
multivariate model-selection tools—such as Cher-
noff faces—within modern CFD-supported design
workflows.?5 29

In the Peruvian context, only one significant
experimental precedent has been identified by Ve-
lasco Lorenzo and Butler Blacker.?® That work
demonstrated the feasibility of a solar—wind chim-
ney at a reduced scale but did not include a de-
tailed parametric or mathematical analysis of per-
formance variables.

This gap in the national and regional literature
motivates the present research. By integrating
CFD-derived physical variables with a multivari-
ate visual framework based on Chernoff faces, this
study improves the performance assessment of so-
lar chimneys while enhancing the interpretabil-
ity of complex numerical results. The proposed
methodology introduces a cognitive dimension to
engineering analysis, where optimisation decisions
are supported by numerical evidence and visual
recognition of multivariate patterns.

Finally, the optimisation of solar chimney de-
sign is framed as a long-term sustainable alterna-
tive in the context of climate change, particularly
for regions such as Lambayeque, where climatic
extremes affect vulnerable populations. In this
sense, the present work contributes by combin-
ing mathematical modelling, statistical analysis
and visual interpretation within a unified frame-
work, reinforcing the role of interdisciplinary ap-
proaches in renewable energy research.

2. Materials and methods

The methodology was structured in two main
stages. First, a partial replication of the classi-
cal CFD framework developed by Haaf for the
Manzanares solar chimney pilot plant was car-
ried out, using benchmark data reported in the
literature to ensure comnsistency and physical va-
lidity of the numerical model. Second, a para-
metric design methodology aimed at enhancing
solar chimney performance was developed, in
which CFD-derived variables and analytical for-
mulations were systematically analysed and vali-
dated through multivariate statistical techniques
based on Chernoff Faces. The workflow inte-
grated numerical simulation, mathematical mod-
elling and statistical analysis, employing ANSYS

Fluent for CFD computations, together with Sta-
tistica and R for regression modelling, variance
analysis and graphical multivariate representa-
tion. The following sections describe the gov-
erning equations and physical assumptions, the
simulation setup and boundary conditions, the
classical performance formulations, and the sta-
tistical-visual framework adopted to evaluate and
compare the resulting configurations.

2.1. Mathematical model

The behavior of fluid flow can be understood by
tracking the displacement of fluid particles as a
function of time. However, this approach is often
tedious, so an efficient alternative is to study the
velocity of the fluid, denoted as V = (v, vy, vz),

where V = (‘3—;, %, g—“). The determination of
Yy’ 0z

these velocity components requires solving the dif-

ferential equation of mass conservation in Carte-

sian coordinates, where p is the density:
Op | Opvg  Opyy n opv, —0
ot ox oy 0z
This equation can be expressed more com-

pactly as:

dp

ot

Due to the geometry of the solar chimney, it is

convenient to transform this equation to cylindri-
cal coordinates (7,6, z):

+div(pV) =0

Op  10(prvr)  10(pug) | O(puz)

ot r Or r 00 0z
where p is the fluid density and v = (v, vg, v) is
the velocity in the cylindrical system, with v,, vg
and v, representing the radial, angular, and verti-
cal components of velocity, respectively. In a solar
chimney, it is generally assumed that vy = 0. By
rearranging the previous equation, the continuity
equation is obtained:

@ T d(pvz) la(prvr)
ot 0z r or
The momentum equation in the radial direc-
tion, with p as the dynamic viscosity and p as the
pressure, is:

=0

=0

Op o (19(rvy)
P9~ 5 TGy ( o )
v, v
r_r 1
+ 55 3) (1)

_ éigi 4 éiyf + Gy
P\ T8 T ot )
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Figure 1. Conceptual mapping between solar-chimney geometric/operational parameters and Chernoff-face
features for multivariate encoding. The diagram illustrates how collector/chimney geometry (e.g., radius,
height, convergence/divergence patterns) can be associated with facial attributes to support visual comparison

of configurations.

The momentum equation in the vertical direc-

tion is:
_ @ + lﬁ I, + anz
P9 0z H r or " or 072

ov, i ov, i o0v,
=plvp—+v,— .

P\"aor "% " ot
Replacing the components (v, v,) for the cal-
culation of temperature 7" and considering the ra-
diative heat flux vector ¢, in the energy equation,

with A as the thermal conductivity and C), as the
specific heat:

(2)

IpCyT) 10 A(pCpv,T)
ot * ror (prGypv,T) + 0z
_LO O L 2 (9T (3)
Cror <r)\07‘) + 0z ()\82>
— div(gy).

This equation, along with the continuity equa-
tion, can be reformulated in terms of temperature
and pressure to compute the total energy per unit
mass E:

9(pE)
ot
where S represents source terms. In the case of a
solar chimney, the parametric research focuses on
the vertical component of velocity v,.

+V - (pvE +vp) =V - (AVT) — div(g)

2.2. Classical formulas for the efficiency
and performance analysis of a solar
chimney

The classic formulas for evaluating the efficiency
and performance of a solar chimney are based

on the definitions of pressure and volumetric flow
rate. Pressure is determined by solving the sys-
tem of partial differential equations presented in
the momentum equation in Section 2.1. On the
other hand, volumetric flow rate is calculated
from the mass flow rate.

Mass flow, denoted by 7, represents the
amount of mass transported through a cross-
section of the system per unit time. This flow
is related to the fluid density (p) and the volu-
metric flow rate (V). The volumetric flow rate is
defined as the ratio of the mass flow to the fluid
density: V =m/p.

The power output, taking into account the
pressure drop rate in the turbine (), is given by:

P = npurpX V 1- XAppotenV (4)
where nurp s the turbine efficiency, y is the pres-
sure drop rate across the turbine, Appoten is the
potential pressure, and V is the volumetric flow
rate.

If the parameter y is not considered, the power
is calculated with the formula:

P = nturbApturbV (5)
where Apyyb is the static pressure difference
across the turbine, and the rest of the parame-
ters are as previously described.

The values necessary for these calculations, ex-
tracted from the studies cited in Section 2.2, have
been used as the basis for this analysis. These
data, along with the methodology and results de-
scribed by the mentioned authors, have been fun-
damental for evaluating the efficiency and perfor-
mance of this research. The corresponding anal-
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ysis is presented in Section 3.

2.3. Geometric parameters

The geometric parameters of the solar chimney,
expressed in meters, are specified for the height
and radius of both the chimney (Hchim and Rehim )
and the collector (Hcolector and Teollector). These
parameters were considered at full scale (C' = 1)
and are reported in Table 1. These values are
essential for accurate modeling of the solar chim-
ney. The adopted geometry is consistent with the
previous work of Hananel et al., where an aspect

ratio of AR = 6 was used as a representative de-
sign condition.3!

2.4. Modeling and meshing

A three-dimensional model of the Manzanares
solar plant in Spain, as defined in Haaf et al.,® was
implemented (Figure 2A). The cylindrical geom-
etry with a disk-shaped collector was designed
in SolidWorks and imported into ANSYS Fluent.
A tetrahedral mesh was used (Figure 2B), to-
gether with the required boundary conditions and
parameters, including density (p = 1.103kg/m?)
and ambient pressure (93.9 kPa).

Table 1. Some geometric parameters of the Manzanares solar chimney plant (adapted from Haaf et al.%)

Scale (C) H pim (m)

Rchim (m)

Hcollector (m) Tcollector (m)

Full scale (C=1, 1:1) 195 115

27 125

2.5. Boundary conditions

The following boundary conditions were set in
Ansys Fluent:
e Wall:
— Collector roof: Thermally insulated.
— Chimney surface: Thermally insulated.
— Transition section from collector to
chimney: Thermally insulated.
— Ground (effective heat flux = efficiency
x irradiance): 0.294 x 850 = 250 W /m?.
o Inlet:
— Collector inlet (no difference from ambi-
ent atmosphere).
— Gauge pressure: 0 Pa.

— Ambient ground-level temperature:
296.65 K (23.5°C).
e Outlet:

— Chimney outlet (no difference from am-
bient atmosphere).
— Gauge pressure: 0 Pa.
— Ambient  ground-level
296.65 K (23.5°C).
e Ventilation (Turbine):
— Pressure drop (Apturb):
* For simulated data: None (0 Pa).
x For actual data (Validation): Non-
zero (82.9 Pa).
— Height at which it is located: 10 m.

temperature:

2.6. Simulation parameters

After applying the boundary conditions and run-
ning the initial simulation, the Rayleigh number
was calculated as
b AT
Ra=—-gH3 —,
ag col v,

where v, and AT were obtained from the simula-
tion, and b and a denote the expansion coefficient
and thermal diffusivity, respectively. The result-
ing Ra exceeded 1,000, indicating turbulent flow
and motivating the reformulation of subsequent
simulation conditions.

2.7. Physical-mathematical model
underlying the simulation

The foundation of our methodology was based
on the mathematical analysis of the paramet-
ric evaluation of the theoretical CFD variables.
This analysis is structured in the following points,
which constitute the pillars of the consistency of
our framework:

(1) Parametric formula of the continuity equa-
tion: It is known that hydrostatic pressure
is a physical formula that describes the be-
havior of fluids in equilibrium under gravity,
linking pressure to the fluid density (p) and
the height (H) in the form P = pgH. The
velocity considered in the model (v, or v)
is the velocity in the radial direction (at the
base or at the top of the chimney, respec-
tively), i.e. the speed at which a point on
the surface of the cylinder is moving toward
or away from the central axis (positive if mov-
ing outward, negative if moving inward). It is
also known from the continuity equation that
the volumetric flow rate is constant at any
cross-section of the duct; hence Ajv1 = Agvs.
Applying the continuity equation to the so-
lar chimney gives A;vy = Apvp, which can be
written in terms of the ratio of the top and
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bottom surface areas of the chimney, allowing
the parameter 7 = ﬁ—z to be defined as:
Up
o T (6)
(2) “Driving potential” AP: Known as the driv-
ing potential in a solar chimney, this poten-
tial is a “driving” force for airflow from the
collector inlet to the top of the chimney. It
essentially measures the pressure difference
between the atmospheric pressure at ground
level and the static pressure of the hot air
stream at the base of the chimney (see Kroger
and Blaine? and Ming et al.?):

AP =Py — B, (7)

Assuming constant air density and no pres-

sure drop throughout the chimney, the static

pressure at the base can be obtained using
Bernoulli’s equation:

P, + %pv? + pgHp = const. (8)

At the base of the chimney, the elevation
term vanishes (Hp = 0), so the Bernoulli con-
stant reduces to P, + %pvg.

Similarly, at the top:

const = P + %pvf + pgH;.
Equating constants:

1 1
Pyt 5pvy =Pt 5pvf +p-g-H  (9)

Substituting P; = Py — pogHchim and rear-
ranging yields:

AP = (po—p)- g Henim
1
+ —p(vE —v?).

2
Factoring vg in the difference, we obtain:

(10)

AP = (Po - P)QHchim

2
T (1 e ) .

Using the continuity Equation (6), this
can be written in terms of height, base veloc-
ity, and the ratio 7:

AP = (po—p)- g Henim

11
chepa-mn MY

This indicates that AP increases with
higher base velocity and higher 7 (for 7 >
1), motivating the parametric investigation of
7. Since the Manzanares plant is cylindrical
(7 = 1), the second term vanishes, and clas-
sically:

AP = (po—p) - g+ Henim (12)
(3) Parametric study of non-cylindrical chim-
neys: A solar chimney is called convergent
(cylindrical) if it has zero inclination angle
(top left in Figure 1), and divergent if it has
a nonzero angle. The divergence is classified
as fully divergent (top right), inlet divergent
(bottom right), or outlet divergent (bottom
left). When a chimney is divergent (7 > 1),
the dynamic pressure at the base has a greater
impact, so the pressure difference heavily de-
pends on the base velocity, regardless of the
outlet. It is concluded that as 7 increases,
density and velocity are the variables that
most influence the pressure variation, thereby
increasing the chimney’s efficiency. If the ve-
locity is below 1 m/s, no increase in power
is significant for Equation (11), regardless of
7; such an increase depends on the density p,
which is small for air. Thus, for a solar chim-
ney to be efficient, the bottom velocity must
satisfy v, > 1 m/s, and suitable locations
should be selected. This justifies the focus
on localities in the Lambayeque region, such
as Olmos and Incahuasi. There average wind
speeds are about 2.5 m/s and 4.8 m/s, respec-
tively, with minimum values around 1.492
m/s. As discussed, these minimum values
exceed 1 m/s, which enables the parametric
study of solar chimneys. The data were ob-
tained from NASA POWER Project.?

2.8. Selection of configurations and
justification of the simulated design

The selection of the 30 solar chimney configu-
rations used in this study is based on scientific
precedents supporting the use of parametric anal-
yses and CFD simulations to evaluate energy per-
formance. Haaf’s pioneering study on the Man-
zanares pilot plant is a key reference, as it ex-
plored geometric combinations under various en-
vironmental conditions through physical and nu-
merical simulations. Subsequent investigations
(e.g., Cuce and Murena) typically employing be-
tween 20 and 50 configurations. This range jus-
tifies the sample size used in the current study.
Similarly, Xu showed that unconventional config-
urations can achieve notable performance, while
Mebarki demonstrated through CFD that geo-
metric simplification can preserve the model’s ex-
planatory power. These findings reinforce the rel-
evance of considering multiple geometric scales
within the experimental design.

Based on these precedents and considering com-
putational efficiency and representativeness, a set
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Figure 2. Modeling and meshing applied in the CFD analysis

of 30 simulations was defined, comprising 6 scaled
geometries combined with 5 levels of solar irradi-
ance. From a statistical perspective, this num-
ber of configurations is sufficient for estimating
aggregated system parameters, since, under inde-
pendence assumptions, the Central Limit Theo-
rem allows approximating the distribution of the
system’s average performance by a normal dis-
tribution, even if the original responses are not
normal. This provides a basis for comparative
analysis and inference on the average behavior of
the simulated solar chimneys.

2.9. CFD simulations in ANSYS Fluent

To capture small-scale effects independent of
length and time scales, the x-¢ turbulence model
was chosen, following common CFD practices by
Maia and Silva,? Ferhati,?® and Danook et al®®
The model was implemented in ANSYS Fluent
with appropriate solver and mesh configurations
to ensure numerical robustness according to Fer-
hati et al.?® The interaction between air velocity
and pressure was analyzed using the finite vol-
ume method applied to the continuity, momen-
tum, and energy equations.

For pressure estimation, a second-order Tay-
lor expansion was adopted, leading to Ap(v)
Ap(0) + Ap'(0)v + %1)2, under the bound-
ary conditions of Section 2.5, with Ap(0) = 0,
Ap'(0) = 0, and Ap”(0) = p. This yields the
simplified Bernoulli expression Ap = %pvz, con-
sistent with Murena et al.'®> The formulation was
implemented in ANSY'S Fluent using user-defined
functions, with a convergence criterion of 107°
and an inlet velocity of 1.3 m/s. Table 2 summa-
rizes the six scale factors considered in the CFD

~
~

campaign and their corresponding geometric pa-
rameters. Simulations were then performed for
each scale, generating the database used in the
subsequent analyses. The results obtained (e.g.,
velocity, Figure 3A) are consistent with Mebarki
et al.? The corresponding CFD results are shown
in Figure 3B. Velocity contours from Mebarki et
al.'? (Figure 4) were used to extract extreme
values at each scale. Although not explicitly re-
ported in the source, the following values (e.g.,
15.97, 11.60, 8.597, 63.03, 46.84, 39.62) were used
for comparison with the database associated with
the error analysis of velocity and turbulence pa-
rameters x and € (Figure 5).

2.10. Implementation of the CFD-based
methodology using ANSYS Fluent

Data records obtained from selected physical vari-
ables in the simulations carried out in ANSYS
Fluent were subsequently processed in the R en-
vironment. For this analysis, curvilinear estima-
tion methods were used, with the parameter scale
as the independent variable and velocity values
obtained at different solar irradiance levels as the
dependent variables.

A total of 11 regression models were evalu-
ated: linear, quadratic, cubic, logarithmic, com-
pound, growth, exponential, S-shaped, inverse,
and power. Recent SCPP studies increasingly
couple CFD with statistical surrogates and op-
timization frameworks (e.g., RSM/DOE or ML-
based predictors) to accelerate design-space ex-
ploration and reduce the cost of parametric
campaigns. This trend motivates the present
regression-based workflow, as seen in Cuce et al.?%
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and Sundararaj et al.?® For each model, the con-
stants associated with the regression equations
were estimated, as well as their graphical rep-
resentation, allowing visual and statistical com-
parison of simulated data. In addition, the main
statistical indicators for each model were calcu-
lated, including the coefficient of determination

(R?), the standard error of the estimate, and the
ANOVA test, to evaluate the overall significance
of the fitted model. This analysis enabled select-
ing the models with the best explanatory capabil-
ity based on the behavior observed in the numer-
ical simulations.

Table 2. Scale factors used in the CFD campaign and corresponding geometric parameters (scaled from the

Manzanares full-scale reference)

Scale C Hhim (m) Rchim (m) Hollector (m) Tcollector (m)
1.00000 195.00 115.00 27.00 125.00
0.50000 97.50 57.50 13.50 62.50

0.25000 48.75 28.75 6.75 31.25

0.12500 24.38 14.38 3.38 15.63

0.06250 12.19 7.19 1.69 7.81

0.03125 6.09 3.59 0.84 3.91

8.74e+00
7.77e+00
6.80e+00
5.83e+00
4.86e+00
3.88e+00
291e+00
1.94e+00
9.71e-01

0.00e+00

Figure 3. Results obtained from the replicated simulation of the Manzanares experiment for velocity with a
scale factor of C = 1 and an irradiance of W = 1000 W /m?

= i

Figure 4. Illustrative velocity simulation results by Mebarki at six different scales, used to extract extreme

values for comparison
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ae02:

18401

1e-02]

l

Figure 5. Error plot for the velocity variable and turbulence parameters x and ¢, derived from the replicated
CFD simulation of the Manzanares experiment at C = 1 and W = 1000 W /m?

2.11. Parametric evaluation using
Chernoff Faces

In this study, the Chernoff Faces methodology
was implemented as a graphical tool to represent
multivariate interactions in solar chimney design.
This technique assigns numerical values of vari-
ables to facial features of a schematic face, facil-
itating the visual interpretation of complex con-
figurations. Fifteen facial features were consid-
ered, each linked to a different variable, following
the coding “RF7” (Facial Feature 7). The features
used were: face width (RF1), ear height (RF2),
upper-face height (RF3), upper-face width (RF4),
lower-face width (RF5), nose length (RF6), ver-
tical position of the mouth (RF7), mouth cur-
vature (RF8), mouth length (RF9), eye height
(RF10), distance between the eyes (RF11), eye
tilt (RF12), pupil eccentricity (RF13), eye diam-
eter (RF14), and pupil position (RF15).

2.12. Association of statistical variables to
facial features

Fifteen statistical variables were considered,
grouped into three categories: summary variables,
ANOVA-derived variables, and variables associ-
ated with regression model coefficients. These
variables were assigned to the fifteen facial fea-
tures (RF1-RF15) defined earlier, following a di-
rect correspondence RF'i <+ Vi. This correspon-
dence enabled generating graphical representa-
tions capable of synthesizing the observed multi-
variate patterns, as illustrated in Figure 6, thus
facilitating both model comparison and the iden-
tification of optimal solar chimney design profiles.
The summary variables included the coefficient of
determination R? (V1) and the standard error of

the estimate (V2). The variables related to the
analysis of variance were: the sum of squares of
regression (V3), the sum of squares of the resid-
ual (V4), the degrees of freedom of the regression
(V5), the mean square of regression (V6), the F
statistic (V7) and its significance level (V8). Fi-
nally, among the variables related to the model
coeflicients were considered: the model constant
(V9), the first coefficient of the model (V10),
the standardized Beta coefficient (V11), the t-
statistic for the constant (V12) and for the vari-
able (V13), and their corresponding significance
levels (V14, V15). This systematic assignment
allows us to generate Chernoff faces where each
facial attribute encoded a different statistical as-
pect of the regression models, enabling intuitive
visual comparison.

3. Results
3.1. Regression results obtained in R

The statistical results derived from the numeri-
cal simulations performed in ANSYS Fluent were
processed in the R environment, applying curvi-
linear fitting with a tolerance of 0.0001. Eleven re-
gression models were evaluated, with the axial ve-
locity (v), denoted here as V,,, as the dependent
variable, and the system’s geometric scale as the
independent variable. For each model, adjusted
equations were generated and relevant values from
three statistical blocks were extracted: the model
summary, the ANOVA table, and the model co-
efficients. Four models (inverse, quadratic, cubic,
and power) were selected as representative mod-
els to be compared using Chernoff face visualiza-
tions, the results of which are detailed in Table
3, panels (a)—(d).
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Table 3. Statistical results of the fitted regression models obtained in R

(a) Inverse regression model

Model Summary

R R? Adjusted R? Std. Error of Estimate
0.794 0.630 0.538 2.331
ANOVA
Source Sum of Squares df Mean Square F / Sig.
Regression 37.039 1 37.039 6.819 / 0.059
Residual 21.728 4 5.432 -
Total 58.767 5 - -
Coefficients
Variable Coefficient (B) Std. Error Beta t / Sig.
1/scale —0.229 0.088 —0.794 —2.611 / 0.059
Constant  8.235 1.325 - 6.214 / 0.003
(b) Quadratic regression model
Model Summary
R R2 Adjusted R? Std. Error of Estimate
0.997 0.995 0.991 0.320
ANOVA
Source Sum of Squares df Mean Square F / Sig.
Regression 58.459 2 29.230 284.912 / 0.000
Residual 0.308 3 0.103 -
Total 58.767 5 - -
Coefficients
Variable Coefficient (B) Std. Error Beta t / Sig.
x? —7.081 1.492 —0.811 —4.748 / 0.018
T 16.312 1.580 1.764 10.326 / 0.002
Constant  2.047 0.250 - 8.190 / 0.004
(c¢) Cubic regression model
Model Summary
R R? Adjusted R? Std. Error of Estimate
1.000 0.999 0.998 0.135
ANOVA
Source Sum of Squares df Mean Square F / Sig.
Regression  58.730 3 19.577 1072.970 / 0.001
Residual 0.036 2 0.018 -
Total 58.767 5 - -
Coefficients
Variable Coefficient (B) Std. Error Beta t / Sig.
x3 14.886 3.860 1.735 3.856 / 0.061
x2 —29.069 5.737 —3.329 —5.067 / 0.037
T 23.903 2.078 2.584 11.501 / 0.007
Constant  1.606 0.156 - 10.320 / 0.009
(d) Power regression model
Model Summary
R R? Adjusted R? Std. Error of Estimate
1.000 1.000 1.000 0.000
ANOVA
Source Sum of Squares df Mean Square F / Sig.
Regression 1.858 1 1.858 1.003 x 1011 / < 0.001
Residual 0.000 4 0.000 -
Total 1.858 5 - -
Coefficients
Variable Coefficient (B) Std. Error Beta t / Sig.
In(scale) 0.470 0.000 1.000 316760.990 / < 0.001
Constant  11.324 0.000 - 321078.645 / < 0.001
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Chernoff Face Definition

Facial Feature Default / from to Variable

Chemoff Face Patterns — — —
1. face width 0.6 = 02 = 07 = #1:RValue v
Eace | 2. earlevel 05 5 035 o 065 o #2: Standard Error of
Nose | 3. halfface height 0.5 = 05 = = #3: Regression Sum
4. eccentricity of upper face 05 = 05 = = #4: Residual Sum of
Mouth —| 5. eccentricity of lower face 1 = 05 = = #5: Degrees of Freec
6. length of nose 025 [ 015 & 04 2 #6:Mean Square oft
Eyes | 7. position of center of mouth 05 = = R = #7:F Value v
T | 8. curvature of mouth 4 = = = #8: Significance ~
9. length of mouth 0.5 =03 = = #9: Standard Error of
Pupils —| 10. height of center eyes 0.1 = ] = 03 = #10: Standard Error ¢
11. separation of eyes 0.7 =03 = 08 = #11: Standardized B¢ ~
12. slant of eyes 0.5 = = S = #12 tValue ofthe Co ~
13. eccentricity of eyes 0.6 = 04 = 08 = #13: tValue ofthe Inc ~
14. half-length of eye 0.5 = 02 = = #14: Significance oftl ~
J C 15. position of pupils 0.5 = 02 = 08 = #15: Significance oftl ~
16. height of eyebrows 0.8 = 06 = = v
17. angle of eyebrow 0.5 = = = ~
-~ 18. length of eyebrow 0.5 =03 = = v
o 19. radius of ear 05 =0 = = v

Original image - - -
20. nose width 01 = 01 = 02 = w

Figure 6. Facial attributes of Chernoff Faces mapped with statistical analysis variables for regression model

selection in the parametric study of solar chimneys

Finally, the data from the 11 models were sum-
marized in a table structured with 15 statistical
variables per model (Tables 4 and 5). These ta-
bles served as the basis for constructing the faces
in the multivariate visual analysis. Although con-
sistent results were obtained for other simulated
variables such as pressure, mass flow, and tem-
perature, only those corresponding to V,,, are re-
ported, as it is the most relevant variable accord-
ing to the literature review.

3.2. Model selection using Chernoff Faces

A visual analysis using Chernoff Faces was ap-
plied to identify the most suitable nonlinear re-
gression model among eleven candidates: linear
(C1), logarithmic (C2), inverse (C3), quadratic
(C4), cubic (C5), compound (C6), power (C7), S-
curve (C8), growth (C9), exponential (C10), and
logistic (C11). The selection was based on the
highest correlation coefficient values (R) and the
generated facial representation, which allowed us
to discard eight models and focus the evaluation
on the three most promising ones.

3.3. Validation and permutation of
variables

To address potential biases in the visual represen-
tation, permutations were performed in the as-
signment of variables to facial features, analyz-
ing three scenarios: default configuration (Figure
7), features expressing overconfidence (Figure
8), and features reflecting emotional stability

(Figure 9). The final selection was based on the
intersection of the “best faces” across the three
contexts.

The criteria considered included error deviation,
sum of squares (regression and residual), degrees
of freedom, mean square, F-value and its signif-
icance, as well as standard errors and t-values
for both the constant and the independent vari-
able. Additionally, standardized Beta coefficient
and associated significance levels were considered.
Based on this cross-evaluation, it was concluded
that the most robust and consistent regression
model was the power model, represented in Fig-
ure 10, as it displayed the most favorable facial
features across the three visual scenarios consid-
ered.

3.4. Statistical confirmation of the
selected model

Table 6 presents the coefficients estimated in R
for the power regression model, which achieved a
perfect fit on the simulated data. The final equa-
tion for air velocity (V;,), as a function of the
geometric scale (C), was defined as:

Vin = 14.177 - C%M16 (m/s)

This expression matches very closely the one
proposed by Mebarki et al., who obtained for
an irradiance of 1000 W/m? the equation V,, =
14.17 - C%413 | reinforcing the validity and replica-
bility of the present model.
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Icon Plot
dissatisfaction 20v*12c

— face/w = R Value

—— ear/lev = Standard Error of
the Estimate
— halfface/h = Regression Sum
of Squares

d (O —— upface/ecc = Residual Sum of
Squares
— loface/ecc = Degrees of
Freedom of the Regression

— nose/l = Mean Square of the
Regression
— mouth/cent = F Value
—— mouth/curv = Significance
— mouth/l = Standard Error of
the Constant

eyes/h = Standard Error of
the Independent Variable

eyes/sep = Standardized
Beta Coefficient

eyes/slant = t Value of the
Constant

eyes/ecc =t Value of the
Independent Variable

eyes/l = Significance of the
Constant
— pupils/pos = Significance of
the Independent Variable

Figure 7. Chernoff faces for 11 candidate regression models (Scenario 1). Each face encodes 15 statistical
indicators, enabling structured multivariate comparison.

Icon Plot
self-confidence 20v*12c

— face/w = R Value

S O — halfface/h = Regression Sum
of Squares
—— upface/ecc = Residual Sum of
Linear Logarithmic Inverse Quadratic Squares _
— loface/ecc = Degrees of

Freedom of the Regression

—— nose/l = Mean Square of the
Regression

q A o - o - a - — mouth/cent = F Value
— mouth/curv = Standard Error
of the Estimate
—— mouth/l = Standard Error of

the Constant
eyes/h = Standard Error of
the Independent Variable
eyes/sep = Standardized

Beta Coefficient
. - o - & o eyes/slant = t Value of the
Constant
eyes/ecc = t Value of the
Independent Variable

eyes/| = Significance of the
Constant

Cubic Compound Power S-curve

Growth Exponential Logistic

Figure 8. Chernoff faces for the 11 candidate regression models (Scenario 2). Each face encodes 15 statistical
indicators (fit, ANOVA, and coefficient tests) mapped to facial features, enabling structured multivariate
comparison across models, with a configuration reflecting self-confidence.
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Icon Plot
satisfaction 20v*12¢c

— face/w = R Value
—— ear/lev = Standard Error of
the Estimate

S ~y  — halfface/h = Regression Sum
of Squares
— upface/ecc = Residual Sum of
Squares

C
Linear Logarithmic Inverse Quadratic _
— loface/ecc = Degrees of
Freedom of the Regression
—— nose/l = Mean Square of the
Regression
— mouth/cent = F Value
0 o il ) . o a 9 —— mouth/l = Standard Error of
the Constant
eyes/h = Standard Error of
Cubic Compound Power S-curve L Independegt NNl .
eyes/sep = Standardized
Beta Coefficient
eyes/slant = t Value of the
Constant
eyes/ecc = t Value of the
d ® a ® al N Independent Variable
eyes/| = Significance of the
Constant

—— pupils/pos = Significance of

Growth Exponential Logistic the Independent Variable

Figure 9. Chernoff faces for the 11 candidate regression models (Scenario 3). Each face encodes 15 statistical
indicators (fit, ANOVA, and coefficient tests) mapped to facial features, enabling structured multivariate
comparison across models, with a configuration reflecting satisfaction.

Icon Plot
standarized dataset 20v*12c
— face/w = R Value
—— ear/lev = Standard Error of
the Estimate
— halfface/h = Regression Sum

) ) @ O
] N ® N of Squares
— upface/ecc = Residual Sum of
Squares
Linear Logarithmic Inverse Quadratic  ___ \oface/ecc = Dagnees of
Freedom of the Regression

—— nose/l = Mean Square of the
Regression
—— mouth/cent = F Value
—— mouth/curv = Significance
—— mouth/I = Standard Error of
the Constant

eyes/h = Standard Error of
the Independent Variable

eyes/sep = Standardized
Beta Coefficient

eyes/slant = t Value of the
Constant

eyes/ecc =t Value of the
Independent Variable

eyes/| = Significance of the
- Constant
—— pupils/pos = Significance of
the Independent Variable

Cubic Compound Power S-curve

Growth Exponential Logistic

Figure 10. Chernoff Faces confirmatory analysis using a standardized dataset. The mapping of statistical
indicators to facial features allows consistent visual interpretation of model performance, supporting the
robustness of the power model relative to alternative regression forms.
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Table 4. Dataset of 11 regression models with selected statistical measures for velocity V;,, (fit and ANOVA

metrics)

Model R Std. Er- Reg SS Res SS Reg df Reg MS F Sig

ror
Linear 0.981 0.985 101.522 3.883 1.000 101.522 104.590 0.001
Logarithmic 0.967 1.303 98.611 6.793 1.000 98.611 58.063 0.002
Quadratic ~ 0.997 0.320 98.311 0.456 2.000 49.155 477.632 < 0.001
Cubic 1.000 0.135 58.230 0.036 3.000 19.410 1070.00 0.001
Exponential 0.975 0.070 98.217 26.495 1.000 98.217 75.574 0.001
Power 1.000 0.000 1.858 0.000 1.000 1.858 1.003 x < 0.001
1011

Inverse 0.794 2.331 37.039 21.728 1.000 37.039 6.819 0.059
Logistic 0.987 0.551 69.331 4.542 2.000 34.666 54.394 < 0.001
S-Curve 0.991 0.407 58.366 1.853 2.000 29.183 180.31 < 0.001
Growth 0.959 0.942 86.466 11.529 1.000 86.466 91.792 0.000
Compound  0.966 0.802 82.105 5.034 1.000 82.105 102.323 < 0.001

Table 5. Dataset of 11 regression models with selected statistical measures for velocity V;, (coefficients and

tests)

Model Std. Error Std. Error Beta t (Const) t (Var) Sig Sig (Var)

(Const) (Var) (Const)

Linear 0.560 1.189 0.981 8.086 10.227 0.001 0.001
Logarithmic 0.943 0.449 0.967 15.324 7.620 0.002 0.002
Quadratic  0.163 0.333 0.997 20.011 13.169 < 0.001 0.001
Cubic 0.156 0.271 0.998 10.320 11.501 0.009 0.007
Exponential 0.726 0.296 0.975 12.107 8.392 0.001 0.004
Power 0.000 0.000 1.000 316760.99 321078.65 < 0.001 < 0.001
Inverse 0.088 1.325 0.794 -2.611 6.214 0.059 0.003
Logistic 0.268 0.874 0.987 14.849 7.968 < 0.001 0.012
S-Curve 0.365 0.392 0.991 10.094 7.441 0.001 0.012
Growth 0.782 2.212 0.959 11.787 8.805 0.002 0.008
Compound  0.593 1.201 0.966 11.256 9.229 0.002 0.000
Table 6. Estimated coefficients in R for the power regression model

Variable B SE Beta t Sig.
Constant 14.177 0.000 1.000 2.737 x 10° < 0.001

In(C) 0.416 0.000 1.000 2.388 x 10° < 0.001

3.5. Independence from chosen scenarios
in model selection

To confirm that the choice of model was not solely
dependent on the proposed visual scenarios, the
database was standardized and a new analysis us-
ing Chernoff Faces was performed. This new sce-
nario focused on faces representative of “statistical
normality”, as shown in Figure 11. In this con-
text, the most favorable models were the fifth (cu-
bic) and the seventh (power), although the fourth
(quadratic) could also be considered acceptable.

Given the visual similarity between the faces cor-
responding to models 5 and 7, both were individ-
ually analyzed without standardization. Consid-
ering that the most influential variables in a re-
gression model are usually statistical significance

and the R value, a permutation was performed
excluding both variables to observe the impact of
the remaining parameters. This strategy is sup-
ported by Chrobak et al,3” who suggests that
“when only a few variables are considered, par-
ticular attention must be paid to which facial
features are changing”. In Figure 12, it is evi-
dent that even without considering these two key
variables, model (power) continues to present the
most balanced face, confirming its robustness as
the selected model.

3.6. Validation of selected model by
Chernoff faces

A normality test was applied to the differences
between the predictions of the cubic and power
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models. As summarized in Table 7, the Shapiro—
Wilk normality test yielded a value of W = 0.851
with p = 0.162, indicating that the differences
follow a normal distribution. The paired sam-
ple Pearson correlation was extremely high (r =
0.999, p < 0.001), indicating an almost perfect
correspondence in the prediction patterns with-
out implying exact collinearity. A paired samples
t-test yielded ¢t = —1.147 (reported as |t| = 1.147)

Worst candidate

with p = 0.303, indicating that there are no statis-
tically significant differences between the means
of the two models. Together, these results sup-
port the statement that both models are statisti-
cally equivalent in predictive capacity. However,
the power model was chosen for its greater func-
tional simplicity, theoretical coherence with the
physical behavior of the phenomenon, and more
balanced visual representation according to the
Chernoff faces methodology.

Best candidates

Inverse Quadratic Cubic Power
Scenario 1: q o
Dissatisfaction © a o)
Scenario 2:
Self-confidence G > o . > G o
Scenario 3: q O
Satisfaction 0 d O a O

Figure 11. Chernoff Faces representation of the 11 candidate regression models across three scenarios. Each
face encodes 15 statistical indicators related to goodness-of-fit, ANOVA, and coefficient significance, enabling
a structured multivariate comparison. The power model consistently emerges as the strongest candidate across

all scenarios.

Icon Plot
not standarized - without two key variables 20v*12c

Linear Logarithmic Inverse
Cubic Compound Power

. .
Growth Exponential Logistic

— face/w = R Value

— halfface/h = Regression Sum
of Squares

— upface/ecc = Residual Sum of
Squares

— loface/ecc = Degrees of
Freedom of the Regression

—— nose/l = Mean Square of the

Quadratic

Regression
o A — mouth/cent = F Value
—— mouth/I = Standard Error of
the Constant
eyes/h = Standard Error of
s the Independent Variable
-curve

eyes/sep = Standardized
Beta Coefficient

eyes/slant = t Value of the
Constant

eyes/ecc = t Value of the
Independent Variable

eyes/| = Significance of the
Constant
—— pupils/pos = Significance of
the Independent Variable

Figure 12. Chernoff Faces: second confirmatory analysis without standardization or key variables
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Table 7. Statistical comparison of cubic and power models at 1000 W /m?

Test Statistic p-value
Shapiro-Wilk test 0.851 0.162
Paired Pearson r 0.9999 < 0.001
Paired Student’s ¢ 1.147 0.303

3.7. Theoretico-experimental validation

The validity of the obtained power regression
model is reinforced by comparison with the equa-
tion reported by Mebarki et al.,'? who, using ex-
perimental data from the Manzanares solar plant,
proposed a similarly structured model for air ve-
locity. However, that study does not detail the
methodological or statistical criteria supporting
model selection. In contrast, the present study in-
corporates a combined theoretical-statistical ap-
proach that rigorously justifies the selection of the
most appropriate regression model.

3.8. CFD equations with statistical
justification

Based on the statistical analysis of simulated data
under different irradiance conditions, the power
regression equation best represents the behavior
of air velocity (V;;,) as a function of the scale pa-
rameter (C') in a solar chimney. The expressions
obtained for five irradiance levels (W) are given
below:

V= 14.17 - CO415 W = 1000 W /m”

Vi = 13.45 - CO417 W = 800 W /m>

Vi = 12.87- C9429 W/ = 600 W /m> (13)
Vip = 12.24 - CO448 1 = 400 W /m?

Vip = 11.32- CO470 W = 200 W /m?

These expressions are not only consistent with
the physical principles governing fluid dynamics
in solar chimneys, but have also been validated
through both statistical and visual contrast using
Chernoff Faces.

3.9. Graphical comparison of models

To reinforce the previous findings, a graphical
comparison of the velocity curves obtained from
the power regression for different irradiance lev-
els is presented. As shown in Figure 13A, the
results generated using R accurately replicate the
characteristics reported in the literature. In con-
trast, Figure 13B presents the original results
obtained by Mebarki et al.!?

3.10. Efficiency and performance results

Based on the velocity values obtained in the pre-
vious section, the power output of the system
was calculated using the mathematical models
developed in Section 2.2. Noted that predicted

power can be sensitive to the representation of the
turbine (power conversion unit); recent turbine-
oriented numerical studies by Salim et al.?? and
Caicedo and Johansen?* for SCPPs highlight that
turbine modelling choices can alter the inferred
pressure drop and output estimates. Using exper-
imental data from Xu and Zhou,'° a mass flow of
m = 987.50 kg/s (according to MFR in Table 5)
and an air density of p = 1.103 kg/m?® (according
to Table 3) were considered, which allows us to
calculate the volumetric flow as:

v BTH0KE/S  go 90 md /s
p  1.103 kg/m
For the calculation of power output under differ-
ent conditions, the following configurations were
used:

e With the geometric efficiency parameter y
(Eqation 4): The turbine efficiency was
taken as nyyb = 0.83 (see Haaf et al,b Ta-
ble 3 in Cuce et al.,*® and Xu and Zhou'),
X = 2/3, Appoten = 68.32 Pa, and the value
of V obtained above.

The resulting calculation is given by

(14)

P =0.83(2/3) /1 — (2/3) (68.32)(895.29),

which yields P ~ 19.5 kW. This value is
consistent with that reported in Table 5 of
Xu and Zhou,'? supporting the validity of the
proposed formulation.

e Without the parameter y (Egqation 5):
Apiur, = 82.9 Pa (Table 3 in Xu and Zhou!?)
was used and V = 574.07 m?/s was obtained.
The power was obtained as:

P =0.83-82.9-574.07 ~ 39.5 kW.

This result approximates the ideal experi-
mental power (40 kW) and the experimentally
reported value at the Manzanares plant (36
kW) according to Haaf et al.,° demonstrat-
ing the effect of the parameter x on overall
system efficiency.

4. Discussion
4.1. Comparison with previous results

Results from the paper of Xu and Zhou:!°
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proposed to describe the variation of air veloc-
ity, pressure, temperature, mass flow, and electric
power as functions of reduced scale factors rela-
tive to a reference solar plant.

Velocity, pressure difference, mass flow, efficiency,
and electric power decrease as the scale factor (C)
is reduced. In addition, empirical equations were

20 Fitting Models
£ = V00 = 11.324C%Y
= Voo = 12.242C0448
8 = Vg0 = 12.872C%4%°
) 600 = 12.
> = Voo = 13.456C%4"7
< == Vigg0=14.177C°
5
1.00 0.75 0.50 0.25 0.00
Reduced Scale Factors
(A)
+ 1000 m800 ~600 +~400 A200 (w/m?)
L 2
y 04157
- ™ -
-~ — - —
12 i Srmid y = 13,456x04173
A T~ -
- - -~ -] S~ -
R Rt 2 y = 12,872x0:4294
210 ] s
E -~ -~ - - -
— = — e -
- - -
A~
= y = 11,324x04701 TN < a
> 6 n? a
A t
. N
y = 12,24204481 ~ A
4 :l\ “
N |
A
2 A
1 0.9 0.8 0.7 0.6 0.5 04 0.3 0.2 0.1 0

Reduction Scale factors (C)
B)

Figure 13. Comparison of replicated and reference CFD results for air velocity (V) as a function of scale
factor (C) under different irradiance levels. (A) Results obtained using the proposed power regression model.
(B) Reference CFD results adapted from Mebarki et al.1?

Results of the present study: The present re-
sults confirm that system performance systemati-
cally decreases with scale reduction, in agreement

with previous findings. In contrast to prior stud-
ies, a statistically grounded framework is intro-
duced to justify the selection of regression mod-
els—particularly the power-law formulation—for
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modeling key variables as functions of the scale
parameter.

4.2. Interpretation of findings

The present work extends the classical CFD-
based approach by incorporating multivariate sta-
tistical analysis and visual representation through
Chernoff faces. Three visual configurations and
multiple statistical scenarios were analyzed to as-
sess the robustness of the selected model. The
power regression model was consistently identi-
fied as the most suitable due to its numerical per-
formance, visual coherence, structural simplicity,
and theoretical consistency with the literature.
Additionally, key geometric variables not exten-
sively addressed in previous studies—such as
chimney height, radius, and collector dimensions
—were explicitly integrated, allowing a clearer in-
terpretation of how geometric scaling affects over-
all system performance.

4.3. Added value of the visual-statistical
approach

The use of Chernoff faces enabled the simulta-
neous representation of 15 performance and de-
sign variables within a single schematic structure.
This approach facilitated the comparison of re-
gression models and revealed complex multivari-
ate patterns that may remain hidden in purely
numerical analyses.

The inclusion of permutation schemes and
variable standardization demonstrated that the
methodology is robust under different configura-
tions and supports model selection without in-
troducing visual bias. Furthermore, the graph-
ical patterns consistently reflected the degrada-
tion of system performance with scale reduction,
reinforcing the quantitative findings and support-
ing the integration of visual tools with inferential
statistics.

4.4. Implications and future work

The results provide a robust modeling framework
for evaluating solar chimney performance under
varying scales and irradiance levels, while intro-
ducing a replicable methodology for visualization-
assisted design. This approach supports proto-
type optimization, evaluation of alternative con-
figurations, and reduction of modeling uncer-
tainty in early design stages.

However, real-world performance may devi-
ate from the steady-state conditions considered
in this study. Environmental factors such as am-
bient crosswinds, transient irradiance, and tem-
perature fluctuations affect buoyancy-driven flow

and system efficiency. Recent studies address
these effects through wind-resistant configura-
tions, transient modelling with thermal energy
storage, and site-specific analyses quantifying the
impact of local meteorology on system perfor-
mance and techno-economic indicators,'” 1 ac-
cording to Arefian et al.,>! Nie et al.,?® and Abo-
Zahhad et al.?”

From a practical perspective, the proposed
workflow serves as a decision-support layer on top
of CFD simulations: (i) to identify compact and
stable functional relationships under varying con-
ditions, and (ii) to guide parametric optimiza-
tion—including multi-objective and Al-assisted
approaches—towards configurations that balance
performance, cost, and robustness. Future re-
search should extend this framework to unsteady
CFD scenarios (e.g., diurnal cycles), stochastic
wind conditions, and multi-site datasets, and in-
tegrate it with advanced optimization and control
strategies, as demonstrated by Cuce et al.,?6 Man-
dal et al.,>” Salameh et al.,>® and Torkfar et al.%"

5. Conclusion

This study presents a CFD-based parametric
analysis of solar chimney systems combined with
a multivariate statistical framework for model se-
lection. The main findings can be summarized as
follows:

First, the replication of the Manzanares config-
uration provided a consistent dataset for evaluat-
ing the relationship between air velocity and the
scale parameter. Among eleven regression mod-
els, the power-law formulation demonstrated the
best performance, combining statistical robust-
ness, physical interpretability, and stability across
scenarios.

Second, the integration of Chernoff faces en-
abled a novel multivariate evaluation strategy, al-
lowing the simultaneous interpretation of multiple
statistical indicators. This approach extends tra-
ditional model selection methods by incorporating
visual-statistical coherence as a complementary
decision criterion.

Third, the results confirm that geometric down-
scaling significantly reduces system performance,
highlighting the importance of scale effects in
the design and feasibility of solar chimney power
plants. The derived power-law expressions across
different irradiance levels provide compact and
transferable tools for preliminary design and rapid
estimation.

From a methodological perspective, the pro-
posed CFD-statistical-visual framework consti-
tutes a relevant contribution, offering a structured
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and reproducible approach for model selection
and performance assessment in multivariate en-
gineering problems.

Finally, a limitation of this study lies in the
use of steady-state simulations under controlled
boundary conditions. Future work should incor-
porate transient effects, ambient wind variabil-
ity, and site-specific conditions, as well as extend
the framework toward multi-objective optimiza-
tion and control-oriented design.
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